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Portable lighting offers glare free light

According to portable lighting company, Lunar Lighting, call outs at
night can be challenging when there’s no light available.

Equipment

Lunar Lighting’s Lunar BakPak which
weighs 8kg, can be worn as a back pack
so both hands are free, and provides glare
free daylight in minutes, will light up areas
250m2 (as seen in the photo at right).

The Lunar BakPak features a
rechargeable battery which lasts four
hours and has light direction of 360°.

been developed for lighting up areas up to
50,000m2.

Offering glare free daylight reproduction,
360° light direction, it is easy to operate,
the company said and offers state-of-the-
art technology.

The company claims all its products are
reliable and built to last.

The 2000W Lunar Light offers 2,000m2
light coverage and requires no towing.

The 2000W Lunar Light can be
transported in a car, with the impact
resistant road case only 102 x 31 x 31cm.
Telescopic tripods up to 8m are available,
and fold to 1.2m length when stored.

The light head can be suspended from
a ceiling and can also be mounted onto
equipment. The light can be powered by

environments by the Army, major civil
construction companies, mines and
emergency services.

with confidence in traffic situations.

portable infrared technology for security
applications.

They've been used in harsh

And they are glare free so can be used

Lunar Lighting has also developed

Contact: 1300 586 271 or visit website:
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100v line speaker systems — installation
basics PT I
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Constant Voltage or 100v line audio
systems are an ideal setup for retail,
commercial and large scale distributed .
audio systems due to the cable distances
allowed and simplicity of design and
installation. As mentioned in the previous
article they are ideal for systems that
require more than 2 or 4 speakers.

To provide your customer with a long
lasting, functionally stable and quality .
solution there are some key practices
you should employ. We will start with the
information you need to gather from your
client with regard to system functionality.
e |f there are multiple ‘areas’ or rooms,

does the client need a different audio
source to be produced in any or

all of the areas? Typical examples
may be CD player audio to the foyer
and amenities, and a local wireless
microphone in the function room.

e What physical area does the client
need to cover with audio? Retail
stores may require basic BGM
(background music) capabilities for
all areas of the store, while a school

may need external speakers to cover a
playground for bells.

What sound pressure level does the
customer require (how loud do they
need it?). A medical center may only
need a system cable of BGM level
reproduction, whilst an office space
may need a system capable of loud
and clear paging or evacuation tones
Does the user
want ‘local’ or ‘in
room’ selection

of the audio
source, or output
gain level in a
given space?

A club function
room may want

a local volume
controller on the
wall to adjust the
volume of the local
speakers, whilst a
school room won't
need or want to
adjust the level of

the school bell system.

In the next issue we will discuss the
correct speaker selection and quantity to
provide your customer with their desired
functionality.

Talk to us to discuss the best solutions
for your clients!

The PA People p: 02 8755 8700
or: www.papeople.com.au
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